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HYDRAULICS

Completely redesigned
component layout:
hydraulic components are
now grouped on the right
side of the machine.

A wide, hinged panel
provides easy access to
all hydraulic components.
The lower deck can be
easily and independently
unbolted.

ENGINE

The new engines are
still located at the rear
but the access to main
components such as air
filter, engine oil filters and
the water separator, is
now highly improved
thanks to the new layout
and to a wide, hinged
panel.

ZERO TAIL SWING

A smart, compact design
allows these machines to
rotate completely within
the width of their tracks.
With the advantage of zero
tail swing, operators enjoy
the confidence that the
excavator won’t strike
work-site objects or
suffer damage. In this
case, zero means a lot.
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FUEL TANK

The Polyethylene, rust
free, fuel tank is now
located on the left-rear
side of the machine and
can be easily refilled from
ground level simply by
unscrewing the fuel cap.
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CAB / CANOPY ERGONOMY

Wider entrance and operator compartment.

Enhanced visibility in all directions, both in cab and canopy
versions. Ergonomically located, pilot-operated joystick
controls, combined with the well located pedals and
switches, provide maximum operator comfort.

BLADE
The front blade, newly designed, features
a sophisticated “roll away” shape.

In backfilling operations, the earth

rolls away in front of the blade.

In addition, it ensures unrivalled strokes:
* for quicker backfilling operations;
* for excellent gradeability
with the blade raised,

to overcome obstacles,
such as heaps of earth,

on the job site.

TRACKS

The machine can be supplied with rubber

or steel tracks which are completely interchangeable.
This gives the customer free choice according
to the job site where the machine is expected to operate.



