
MT 523MLT 627
Turbo

“Compact”

• Maksimum løftehøjde : 5,50 m

• Kapacitet : 2700 kg

• Maksimum rækkeevne fremad : 3.20 m

• Converter

MED STANDARD

ELLER

LAVPROFIL KABINE 



MLT 627 20” TURBO

Lifting capacity ........................................2700 kg
at 500 mm from forks heels.

Lifting height ............................................5.50 m
Times : unladen/loaded (in s)
Lifting ........................................................6,8/7,1
Lowering ....................................................4.8/4.7
Boom extension...........................................4,5/4,6
Boom retraction...........................................2,2/2,2
Time unladen (in s)
Crowd..............................................................3,5
Dump ..............................................................2.7

Tyres
400/70-20 T37

Forks (mm)
Length...........................................................1200
Width..............................................................125
Carriage rotation.............................................154°

Oil bath multidisc brakes on front/rear axle

Perkins engine
Type...............................................1104C.44 Turbo
Cylinders ........................................4 cyl./4400 cm3

Power (ISO/TR 14396) .....................101 HP/74.5 kw
Maximum torque....................412 Nm at 1400 tr/mn
Direct injection
Water cooling

Transmission...............................Torque Convertor
Electro - hydraulic reversing shift
4 speeds forward and reverse
Maximum travel speed................................30 km/h

Hydraulics
Lifting/tilting pump :
gear type ................................105 l./mn - 250 bars
Flow divider with priority to steering

Capacities
Cooling system................................................25 l.
Engine oil ......................................................8.5 l.
Hydraulic oil....................................................98 l.
Transmission oil ............................................14.5 l.
Fuel tank ......................................................104 l.

Weight unladen (with forks) :....................5935 kg
Overall width ............................................2.01 m
Overall height
MLT 627 T compact ......................................2.06 m
MLT 627 T...................................................2.21 m
Turning radius (outside wheels) ..................3.70 m
Overall length ...........................................4.69 m
Ground clearance ......................................0.36 m
Drawbar pull :
MLT 627 T/MLT 627 T compact ...................7100 daN

MLT 627 20” TURBO

Lifting capacity ........................................2700 kg
at 500 mm from forks heels.

Lifting height ............................................5.50 m
Times : unladen/loaded (in s)
Lifting ........................................................6,8/7,1
Lowering ....................................................4.8/4.7
Boom extension...........................................4,5/4,6
Boom retraction...........................................2,2/2,2
Time unladen (in s)
Crowd..............................................................3,5
Dump ..............................................................2.7

Tyres
400/70-20 T37

Forks (mm)
Length...........................................................1200
Width..............................................................125
Carriage rotation.............................................154°

Oil bath multidisc brakes on front/rear axle

Perkins engine
Type...............................................1104C.44 Turbo
Cylinders ........................................4 cyl./4400 cm3

Power (ISO/TR 14396) .....................101 HP/74.5 kw
Maximum torque....................412 Nm at 1400 tr/mn
Direct injection
Water cooling

Transmission...............................Torque Convertor
Electro - hydraulic reversing shift
4 speeds forward and reverse
Maximum travel speed................................30 km/h

Hydraulics
Lifting/tilting pump :
gear type ................................105 l./mn - 250 bars
Flow divider with priority to steering

Capacities
Cooling system................................................25 l.
Engine oil ......................................................8.5 l.
Hydraulic oil....................................................98 l.
Transmission oil ............................................14.5 l.
Fuel tank ......................................................104 l.

Weight unladen (with forks) :....................5935 kg
Overall width ............................................2.01 m
Overall height
MLT 627 T compact ......................................2.06 m
MLT 627 T...................................................2.21 m
Turning radius (outside wheels) ..................3.70 m
Overall length ...........................................4.69 m
Ground clearance ......................................0.36 m
Drawbar pull :
MLT 627 T/MLT 627 T compact ...................7100 daN* Dæk : 10.5 - 18

Denne brochure udgør på ingen måde et tilbud og firmaet forbeholder sig ret til at ændre
specifikationer uden varsel.
Manitou modellerne i denne brochure kan leveres med valgfrit udstyr.
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Jylland: Katkjærvej 5 - 7800 Skive - Tlf: +45 96 147 147

Sjælland: Metalgangen 1-3 - 2690 Karlslunde - Tlf.: +45 70 127 127

Fax: +45 96 147 148 - info@scantruck - www.scantruck.dk

MLT 627 20” TURBO

Løftekapacitet..........................................2700 kg
ved 500 mm fra gaffelhæl.

Løftehøjde.................................................5,50 m
Tid : ubelastet/belastet (i sek.)
Løftning......................................................6,8/7,1
Sænkning ...................................................4,8/4,7
Forlængelse af bom .....................................4,5/4,6
Tilbagetrækning af bom................................2,2/2,2
Aflæsningstid (i sek.)
Fyldning af skovl ...............................................3,5
Tømning af skovl ...............................................2,7

Dæk
400/70-20 T37

Gafler (mm)
Længde .........................................................1200
Bredde ............................................................125
Rotation af slæde ............................................154°

Flerpl. skivebremser i oliebad, på front/bagaksel

Perkins motor
Type...............................................1104C.44 Turbo
Cylinder ..........................................4 cyl./4400 cm3

Ydelse (ISO/TR 14396) ....................101 HK/74.5 kw
Maksimum moment ............412 Nm ved 1400 o/min.
Direkte indsprøjtning
Vandkølet

Transmission .........................................Converter
Elektro - hydraulisk skift frem/bak
4 hastigheder fremad og bak
Maksimum kørehastighed ............................30 km/t

Hydraulik
Løft/tiltpumpe :
tandhjuspumpe .......................105 l./min - 250 bars
Flow divider med prioritering for styretøj

Kapaciteter
Kølesystem .....................................................25 l.
Motorolie .......................................................8,5 l.
Hydraulikolie ...................................................98 l.
Transmissionsolie ..........................................14,5 l.
Brændstoftank...............................................104 l.

Vægt (med gafler) :...................................5935 kg
Total bredde..............................................2,01 m
Total højde
MLT 627 T compact ......................................2,06 m
MLT 627 T...................................................2,21 m
Venderadius (udvendige hjul)......................3,70 m
Total længde .............................................4,69 m
Frihøjde ....................................................0,36 m
Trækkraft :
MLT 627 T/MLT 627 T compact ...................7100 daN

“Skræddersyede” DIMENSIONER
Total bredde : 2,01 m
Total længde : 4,69 m

STANDARD KABINE LAVPROFIL KABINE
“Compact” version

Rækkeevne med maksimum højde : 0,90 m
MLT 627 T

20”
A 1200
B 2520
C 1307
C1 1260
D 4687
D1 4640
D2 3870
E 5887
F 1600
G 400
I 860
J 866
K 1260
L 45
O 125
P2 41°
P3 39°
R 3385
S 7482
T 3520
U1 2060
U2 2320
V 4770
V1 1250
V2 3700
W 2010
Y 11.8°
Z 142.3°

mm
Iht. EN 1459 tillæg B


